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Overview

About Tonmind PA System Pro

Tonmind PA System Pro is one of Tonmind software solution, incude Pro server and Pro
client, support multi clients log in and control. It has IP public address system, SIP voice,
RTP multicasting modules integrated, it provides an all-in-one unified IP audio solution.
The Tonmind PA System Pro provides centralized IP audio endpoints management,
public address, background music, intercom, emergency broadcasting, audio
conferencing, IP phone call and more features. It is suitable for public safety, secure
community, industry, transportation, school, health, Production Studios, Commercial &

industrial Buildings and more application scenarios.

The main functions

The main functions of Tonmind PA System Pro is as below, Tonmind is keeping to
update system as customer requirement and adopt new technology.

Multi clients log in and control

Divide regions into zones per needs

Support SIP extension broadcast in different zones and each endpoint

The internal extension can make SIP calls.

Initiate calls using SIP phones.

Support LAN RTP multicast broadcast

SIP trunk

IP Audio Endpoints

The following IP audio endpoints can be integrated into Tonmind PA System Lite:
1. Tonmind series IP SIP speakers, SIP paging adapter, SIP microphone

2. IP phones and soft phones

3. SIP devices

Https://www.tonmind.com 3/14



TONMIND

Tonmind PA System Pro Manual

PC MIC

Mediz Player

Local Media

Bulit-in Bell

WeB0 = v

Live Radio

SIP Trunk

=

S|P Device

SIP Call

Dn;:;.n,

TonmiND

PA Pro Server

ﬂ Audio Stream

I_@

E Schedule

Live Video Monitor

ﬁ SIP Paging

RTP Multicast

Zone 1 Control

_—

PA Pro Client P MIC

Zone 1 Device

¢ B

EIP-50L1 EIP-511
L 1 =B
SIP-T2ZO SIp-521

5Ip-512

o

SIP-522T

Zone n Control

_—

PA Pro Client 1P MIC

Zone n Device

& BV

SIF-501 EIP-5L1 Sip-512
e O 6
SIP-T20 SIP-521 EIP-5E2ZT

Https://www.tonmind.com

4/ 14




TONMIND

Tonmind PA System Pro Manual

Server Setting

After click to start Pro server, then go into the page as below.
® General Language and run at start up and Port option, also HTTP API enable
® System Check the IP address, SIP port, trunk port , audio codec and RTP port

® About Check system version and contact information

£ Tonmind PA System Pro Senver - X

Language (Enelish v
E t start

Swstem il -
Logzin port |919I3 |

About
Http AFT port |9191 |
D Http AFT http: /4192, 168, 5. 220:91591 faction? rone=30008oper ation=start

http: /192, 168 5. 220:9191 faction? rone=3000&operati on=stop

Connect PA System Pro Client

For using Tonmind PA System pro to manage zones and control device like speakers

and IP phone, the following settings need to be done.

Create Pro Client Accounts

After start Pro server, there is a default client account as below, login in with this account.
Name: admin

Password: admin
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B Tonmind PASystem Pro Client

192.168.5.220 Q

2, admin

ﬁ asass

And when more clients account required, click account to create new account. There are
two account type : Administrator and Operator with different authorized right to manage

system.

) Tonmind PA System Pro Client
®Logout ) save Configure =[Medium %2 Devices ﬁ Server

[— 11
() Tonmind PA System Pro Client

Lsername Mickname FPhone
D 1 admin admin
Add
D Tonmind PA System Pro Client — *
sername | |
Mickname | |
Password | |
Phone | |
Type | Administrator v|

Administrator

Cperator
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Create SIP Accounts

All IP audio endpoints to be connected to Tonmind PA System Pro support SIP protocol,
and each of them needs to be configured with a SIP account.

Please click Devices -> go to setting screen, here on this page you can create one SIP
account at a time or you can bulk create SIP accounts.

7] Tonmind PA System Pro Client

I @ Logout F)save Configure 2 Account =) Medium |EE§ Devices | ﬁ Senver

I All Zones =+ £, Mumber 3000

Tonmind PA System Pro Client

sl ]a

To create a single SIP account, please click on the @ button., then Click OK to save
the speciaficaton.

) Tonmind PA System Pro Client
®le e a

B Tonmind PA System Pro Client - X

Please input SIP number(6000-6999} |Flease enter a four digit account number |

Please input name | |

Please input sip password | |

+ SIP Number: The SIP account number to be used by an IP audio device, for SIP
register and calling.

* Name: Creat a name for the device as need.

Https://www.tonmind.com 7/ 14



TONMIND

Tonmind PA System Pro Manual

* Password: The password to be used for SIP register.

i
i

To Create bulk SIP numbers, please click on L button, button., then Click OK to save

the speciaficaton.

() Tonmind PA System Pro Client

9] | |Q

) Tonmind PA System Pro Client = x

The name is name prefix + number, The password is password prefix + number

Please input start SIP number(6000-6999} Fleaae enter a four digit account number

Please input name prefix

Please input password prefix .

Please input count

« Start SIP Number: The Start SIP account number to be used by an IP audio device, for

SIP register and calling.
* Name: Creat a name for the device as need.
» Password: The password to be used for SIP register.

*Count: How many device SIP number you want to creat, for example if the start sip
number is 6000 and the count is 5, then here will creat five sip number to be 6000, 6001,
6002, 6003 and 6004.

Setup IP Audio Devices

There are 2 steps to register an IP Audio device to the Tonmind PA System Pro. Here we

take SIP-S01 Network Speaker as an example.

First use our IP Tool to set up the SIP setting for speaker SIP-S01,by using our IP tool to
search the device and then click SIP setting. There each device could set two SIP

number.
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)
LX)
Hetwork ETF Multicast Settingzs
[ Fa LD Hame WAL IF addresz Hetmask Gateway SIF Settings RIF Seti
™ 1 E4607CI0LEL 72434 Floor 2 aProl:ad:13:09; fo 192, 168.6. 73 285, 256.266.0 182, 1658.65.1 GO000E1 92, 165. 5. 164 §2359. 266, 0.
R4 >
Current Device Floor 2-E4607CIOLEL 72434
SIF Account 1 SIF heoount 2
User Hame |enoo | User Hame [e011 |
Faszword |1234 | Faszword |test6011 |
Display Fame |BDDD | Tizplay Hame |6l311 |
Server Host [192. 165.5. 164 | Server Host |192. 168.5.30 |
Server Fort |5|360 | Server Fort |1506|:I |

* User Name: SIP number register and calling.

Set A1l

* Password: The password to be used for SIP register.

* Name: Creat a name for the device as need.

Server Host: Server IP

Server Port: Default to be 5060.

When each IP Audio device sends register requests to the Tonmind PA System Pro, the

device number, device type, device model and MAC address will be sent to Tonmind PA

System Pro as well. Once registered, this device will be found on the Tonmind PA

System Pro and also web interface, after success register, the corresponding SIP

account color will change to be blue from gray.
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7 Tonmind PA System Pra Client

|@Log0ut ) save Configure 2 Account =[Medium  2:% Devices ﬁSewer
All Zones +| % Number 3000

|| ) Tonmind PA System Pro Cliant

@e@EL___ 1a

Addition: Setup IP Phone and Soft Phone

It is the same as above setting of IP Audio Devices, go into the web interface of the
IP phone or soft phone, after finish the required information of SIP number, name,
password, server IP and port, then it will send the message to Tonmind PA System
Lite and if succeed, the correspondig server SIP account will change to blue, and it

will be able for calling.
Setup Paging Zones

After registered all IP audio endpoints to the Tonmind PA System Lite, next step you
have to group them. A group/zone can be the IP audio devices of a specific area or a

same type of IP audio devices.

By grouping the IP audio devices, you can achieve group (zone) -based SIP paging,

music, notification, etc.

To create paging groups, at the place of all zones , click the + to add zones.

Https://www.tonmind.com 10/ 14



TONMIND

Tonmind PA System Pro Manual

{7} Tanmind PA System Pro Client

@ Logout P Save Configure 2 Account =/Medium 223 Devices ﬁSewer

~ + ‘. - = “

() Tonmind PA System Pro Client

% Number 3000 ~ 3999 o
=1 Name Please input na...

® volume —— 100

Select Devices

1% Seftings 05 -

{4 Audio Source Medium b

* Number: number can be dialed from an IP phone or other SIP IP audio device to make
live announcements to this paging group.
* Name: A name to identify this group.

* Select Devices: Select the member devices of this group.

Zones Control

After finish creating zones, there are some introduction of each zone controlling and
functioning.

Voice source option

There are three kind of voice source, and Define to be : Sound Device, Live Radio and

Medium.

All Zones =+ || < number 3001
=1 MName Please input na...

2 Yolume e (1)

J2 3001 ; i Settings 190 ST

11 Audio Source Medium q

1  sound Device

Repeat type
O Mo repeat

ﬂ 3000 ] @ List loop Medium
O Bytimes 0
O Bydurations |0 Seconds

Mame Duration

» Sound Device: two source, one is live microphone in, and the other one is the server

could detect the signal from outside radio or music player like spotify and then auto
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playing

* Medium: Local file and support MP3

* Live Radio: Search the Radio weblink from Internet and copy to play

Settings of schedule, SIP strunk and RTP

Click Settings for schedule, SIP strunk and RIP set.

1.1 L
— DTonmind PA System Pro Client
Req
@) Schedule (] Enable Schedule Time Event
. - ) -
® Cyde Period I REEEER No. Start Time Action | Edit
O| SPTunk
0]
T < 2022-05 >
Mar
Sun Mon  Tue Wed Thu Fri Sat
24 25 26 27 28 28 30
1 2 3 4 5 B 7
8 9 10 fE] . 13 14
15 16 AT 18 19 20 21
22 23 24 25 26 27 28
29 30 31 1 2 3 4
Schedule

Click the Enable Schedule button to choose the

event when to start or stop.

D Tonmind PA System Pro Client

cycle period as need, then set the time

T C T |

Schedule Enable Schedule
- " ) & Tonmind PA System Pro Client 7 X
Cycle Period |Once only + |
o ' start Time ({35
RTP < e > ® P Start
Sun Mon  Tue Wed Thu Fri Sat O 1l Stop
24 25 26 27 28 29 30
1 2 3 4 5 B 7
g o 1 1 @@ 1 Cancel
5 16 17 18 18 20 2
22 23 24 25 26 27 28
29 30 31 1 2 3 4
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SIP Trunk

When need to integrate our server Tonmind PA System Lite to other IP-PBX or some
other SIP server, need to set SIP trunk as below, the thirty party server IP, port and
nubmer and passwork and two others as you need, then it will be connecting to other

devices and server.

] Tonmind P&, System Pro Client

Schedule O Enable Sip Trunk

Status Ll
SIP Trunk
SIP Server Please input SIP senver

RTP SIP part Please input SIP port
SIP Mumber Please input SIF number
Display Mame Please input display name
SIP Password Please input sip password

Expire Time Please input expire time

RTP
And if some IP device do not have SIP number, it also support RTP Multicasting to them.

) Tonmind PA System Pro Client

Schedule ||:| Enable Rip Multicast I

RTP Address |eg. 239.255.0.0:5008
SIP Trunk

RTP

Local audio management

If you have many local audio file, by click Medium you could add to list and convenient to

manage play.

D Tonmind PA System Pra Client

@Logout HSaveConﬁgure X, Account
1

File Name Duration Username Upload Time
D > 1 Taylor Swift - Blank Space 03:51 admin 20220512174441 =
D > 2 Taylor Swift - Love Story 03:54 admin 20220512174442 =
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How to Get License Key

® Enter option-"about”.

® Copy the machine code to us by e-mail: sales@tonmind.com or contact Tonmind

sales directly.

® We'll send a license key to you after receiving machine code, active it then license

works.

) Tonmind PA System Pro Server

eneral Version
Build Date
System
Contact Us

Machine Code

Activation Status

Licenze Key

1.0.4

20220429

sales@tommind. com

052561 -35830—926593-TDSF12 Copy

Aotivated

L VsersTM/Desktop 052561 -538830-926593-T09F1 2. key
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